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WMP8

Video Wall Player
This device will enable you to take full advantage of your video walls by enabling 

customizable and unique screen layouts. Our player removes your video walls limits of 
showing rectangular content, and provides more alluring content layout designs. You can 

also manage content updates and scheduling remotely, assign content to multiples zones 
with intuitive content management software, and configure your screens into a large 

contiguous display or into content spread over several areas.
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WMP8
Highlights

Full HD content supported on each screen.

Support for multiple windows of content for each display wall.

Remote Management.

Contents flexibility for images and many multimedia file 
formats: stretched across multiple screens or played on a 
single screen.

DT Research part number: MS1600N-8-2U-B

1080p
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Specifications
WMP8

System

Dimensions, Power & Other

Connectivity

CPU Intel® X-Series Core™ i9 8 Cores

RAM 16GB

Storage 250GB to 1TB flash

Operating System Win10IoT

Network Interface 10/ 100/ 1000Mb BaseT LAN

Max. Display Connection 8 Screens

Display Resolution DisplayPort (1.4) 4096x2160 @ 60Hz (x 8)

Video Performance 2160P(4K) x 4≈ @60mbps/30fps

AC/DC Adapter/ Power Supply 500W ATX

Cooling Middle: 2 (80 x 25 mm) / Rear: 1 (97 mm)

Enclosure Aluminum + steel

Dimensions ( H x W x D) 3.5 x 19 x 17 in

Weight 22.16 lbs

Temperature Operation: 0°C – 40°C; Storage: -20°C – 60°C

Humidity 5% – 95% non-condensing

Display Connectors 8 mini-DisplayPort(1.4) outputs

Audio Jack 3.5mm phone jack x 5/ Digital output x 1

USB 2.0 6

USB 3.0 6

Ethernet RJ45 connector for Ethernet x 2


